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Fashionable

design lightweight and portable
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Intelligent

one-button measurement with rich menu
functions

—

/& ) Set the upper and

Toggle sound switch - }v\ / lower limits of pulse
‘' alarm

—

Set the upper and
lower values of spo2
alarm

—

Toggle display direction

Toggle display brightness

specifications

Measurement specifications

Spo2 declared accuracy®®

RaNGE(0*) < smwsnisissmsssn oo smansssssssususssnasaasss 70%~100%: 2digits

0% ~ 69%:unspecified
Resoelution: ... . ernminmann e 1%
Spo2 Display Range 30%~99%
Spo2 Accuraey under conditions of low perfuslon® 3%when piis 0. 075%
PR declared accuracy
[Tl 1= (< ) TSSOSO 25-250: 3digits
Resolution 1 bpm
PR Accuracy under conditions of low perruson® 3bpm when plis 0. 075%

Power Requirements

Specification of alkaline batteries... . Two AAA(LRO3)
Operating current 25-50mA

Operating mode. Spot checking
Degree of protection against hazards of explosion 1P22

physical specifications

Width*HEIGRE DEPTN......eiieetct s et .57 30 31Tmm
Weight. 289 (Bare machine)

Shenzhen Yimi Life Technology Co.,Ltd
Address: 305,Building A, Tengbo Industrial Park,Changshangjiang Street,Longbei Village,

Pingshan District,Shenzhen,518118,China
TEL: 0755-86573112
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